


Portable Powerhouses
With the world-renowned SIGMA PROFILE      and high-performance integrated generator

 Model
M 36G M 45G M 52G M 64G M 80G M 121G

E  ective delivery
(m³/min) 3.6

125

4.2 / 3.55

150 / 125

5.2

185

6.4 / 5.0

225 / 180

5.0

180

8.1 / 6.8 / 5.5

285 / 240 / 195

8.1 / 6.8

285 / 240

10.2 / 8.1 / 7.7

360 / 285 / 270(cfm)

Working pressure
(bar) 7

101.5

7 / 10

101.5 / 145

7

101.5

7 / 10

101.5 / 145

7

101.5

7 / 10 / 12

101.5 / 145 / 174

7 / 10

101.5 / 145

7 / 10 / 12

101.5 / 145 / 174(psi)

Rated generator power (kVA) 13 8.5 8.5 8.5 13 8.5 13 13

Engine
Kubota
V2403

Kubota
V2203

Kubota
V2203

Kubota V2003-T Kubota V3300 DI-T
Deutz

BF4M 2012C

Rated engine power (kW) 33.6 34.3 34.3 41.8 58.5 85

Operational weight (kg) 1145 1120 1315 1315 1575 2095

Fuel tank capacity (l) 80 80 105 105 150 170

Compressed air connections
2 x G¾
1 x G1

2 x G¾
1 x G1

2 x G¾
1 x G1

2 x G¾, 1 x G1 3 x G¾, 1 x G1½
3 x G¾
1 x G1½

Portable Compressors
With the world-renowned SIGMA PROFILE      and patented                control

Model
M 20 M 26 M 30 M 43 M 50 M 57

E  ective delivery
(m³/min) 2.0

71
2.6
92

3.0
105

4.2
150

5
180

5.6
200(cfm)

Working pressure
(bar) 7

101.5
7

101.5
7

101.5
7

101.5
7

101.5
7

101.5(psi)

Engine
Kubota
D722

Kubota
D1105-B

Kubota
D1105-T

Kubota
D1505-T

Kubota
D1505-T

Kubota 
V2403

Rated engine power (kW) 14 18.6 23.5 30.6 31.3 33.6

Operational weight (kg) 450 498 505 735 740 1225

Fuel tank capacity (l) 30 30 30 80 80 105

Compressed air connections 2 x G¾ 2 x G¾ 2 x G¾ 2 x G¾
2 x G¾
1 x G1

2 x G¾
1 x G1

Portable Versatility
With the world-renowned SIGMA PROFILE   
A wide range of working pressures and optional air treatment equipment available

 Model
M 45 M 52 M 64 M 80 M 100 M 121 M 270

E  ective delivery
(m³/min) 4.2 / 4.15

150 / 145

5.2

185

6.4 / 5.0

225 / 180

8.1 / 6.8 / 6.1 / 5.5

285 / 240 / 215 / 195

10.2 / 8.5 / 7.2 / 6.4

360 / 300 / 255 / 225

11.5 / 10.0 / 8.8 / 7.9

405 / 355 / 310 / 280

27 / 25.5 / 22.6 / 20 / 17.8

950 / 900 / 800 / 705 / 630(cfm)

Working pressure
(bar) 7 / 10

101.5 / 145

7

101.5

7 / 10

101.5 / 145

7 / 10 / 12 / 14

101.5 / 145 / 174 / 203

7 / 10 / 12 / 14

101.5 / 145 / 174 / 203

7 / 10 / 12 / 14

101.5 / 145 / 174 / 203

7 / 8 / 10 / 12 / 14

101.5 / 116 / 145 / 174 / 203(psi)

Engine
Kubota
V2203

Kubota
V2203

Kubota
V2003T

Kubota
V3300 DI-T

Kubota
V3800 DI-T

Deutz
B4FM 2012C

Mercedes-Benz
OM 501 LA

Rated engine power (kW) 34.3 34.3 41.8 58.5 71.7 85 260

Operational weight (kg) 995 1230 1230 1480 1495 1920 5025

Fuel tank capacity (l) 80 105 105 150 150 170 560

Compressed air connections
2 x G¾
1 x G1

2 x G¾
1 x G1

2 x G¾
1 x G1

3 x G¾
1 x G1½

3 x G¾

1 x G1½
3 x G¾
1 x G1½

2 x G1
1 x G2½

New

NewNew

New New



Portable Electric Compressors
With the world-renowned SIGMA PROFILE     and super-quiet environmentally-sound electric motor

 Model
M 12E M 34E M 46E

E  ective delivery
(m³/min) 1.2 / 0.99 / 0.82

42 / 35 / 29
3.4
120

4.6 / 3.35
160 / 120(cfm)

Working pressure
(bar) 7 / 10 / 13

101.5 / 145 / 188.5
7

101.5
7 / 10

101.5 / 145(psi)

Motor ABM 4D112M-2 ATB A160L/-21 Siemens 1LA9 183-2

Rated motor power (kW) 7.5 22 30

Operational weight (kg) 182 650 720

Compressed air connections 1 x G½ 2 x G¾ 2 x G¾, 1 x G1

Portable Export Compressors
With the world-renowned SIGMA PROFILE     – For export outside the EU

 Model
M 12 M 70 M 220

E  ective delivery
(m³/min) 1.2 / 0.99 / 0.82 / 0.71

42 / 35 / 29 / 25
7.0 / 5.4
250 / 190

21.3 / 19.4 / 17.5 / 15.0
750 / 685 / 620 / 530(cfm)

Working pressure
(bar) 7 / 10 / 13 / 15

101.5 / 145 / 188.5 / 217.5
7 / 10

101.5 / 145
8,5 / 10 / 12 / 14

123 / 145 / 174 / 203(psi)

Engine
Briggs & Stratton
Vanguard 18HP Kubota V2003T Deutz BF6M 1013FC

Rated engine power (kW) 12 41.8 173

Operational weight (kg) 182 1230 4500

Fuel tank capacity (l) 9,4 105 560

Compressed air connections 1 x G½ 2 x G¾, 1 x G1 1 x G2½, 2 x G1

KAESER KOMPRESSOREN GmbH  
P.O. Box 2143  –  96410 Coburg  –  GERMANY  –  Tel: +49 9561 640-0  –  Fax: +49 9561 640130

www.kaeser.com  –  e-mail: productinfo@kaeser.com
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